


1) Read these instructions.

2) Keep these instructions.

3) Read all warnings.

4) Follow all instructions.

5) Do not use this apparatus near water.

6) Clean only with dry cloth.

7) Do not block any ventilation openings. Install in accordance with the manufacturer’s
instructions.

8) Do not install near any heat sources such as radiators, heat registers, stoves, or other
apparatus (including amplifiers) that produce heat.

9) Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has
two blades with one wider than the other. A grounding type plug has two blades and a third
grounding prong. The wide blade or the third prongs are provided for your safety. If the provided
plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet.
10) Protect the power cord from being walked on or pinched particularly at plugs, convenience
receptacles, and the point where they exit from the apparatus.

11) Only use attachments/accessories specified by the manufacturer.

12) Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold
with the apparatus. When a cart is used, use caution when moving the cart/apparatus
combination to avoid injury from tip-over.

13) Unplug this apparatus during lightning storms or when unused for long periods of time.

14) Refer all servicing to qualified service personnel. Servicing is required when the apparatus
has been damaged in any way, such as power-supply cord or plug is damaged, liquid has been
spilled or objects have fallen into the apparatus, the apparatus has been exposed to rain or
moisture, does not operate normally, or has been dropped.

15).Under no circumstances should the output terminals of the amplifier be short-circuited.
16).Be sure that the loudspeakers connected can handle the output power of the amplifier at the
loudspeakers rated impedance. The warranty on the amplifier does not cover damage to
loudspeakers that have inadequate power handling capabilities.

17) A push button is used to turn the power off and on.

18) When the front panel push button switch is in the in position the apparatus is powered on.

CAUTION: These servicing instructions are for use by qualified service personnel only. To reduce
the risk of electric shock do not perform any servicing other than that contained in the operating
instructions unless you are qualified to do so.

Note: The apparatus shall be connected a mains socket outlet with a protective earthing
connection.

Note: Where the mains plug or an appliance cover is used as the disconnect devise, the
disconnect devise shall remain readily operable.

WARNING: This product contains chemicals, including lead, known to the State of California to
cause birth defects or other reproductive harm. Wash hands after handling



FCC Warning

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

Consult the dealer or an experienced radio/TV technician for help.

Canada
This Class B digital apparatus complies with Canadian ICES-003.
Cet appareil numérique de la classe B est conforme a la norme NMB-003 du Canada.



Note: It is very important to use a top quality
RJ45 8/8 crimper tool. We strongly suggest
using a cat 5 / RJ45 electronic tester to verify
the wire conductors.
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Note: It is very important to use a top quality
RJ45 8/8 crimper tool. We strongly suggest
using a cat 5 / RJ45 electronic tester to verify
the wire conductors.
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future use white/brown
Infrared orange

ground white/blue
+12 vdc blue
future use white /orange
SDA green
SCL white/green
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1. Room or zone keypad identification . Now that the system has been installed and powered
up it is time to let the amplifier and keypads know which rooms are which. Go to the first keypad
connected to room #1. (Keypad is connected to KEY1 and speakers are connected to
SPEAKERS 1). The keypad will display:

System
Off

Without pressing any other buttons on the keypad:

1. Press “MUTE”

2. Press and hold “INPUT” for 5 seconds. This keypad can now be assigned a zone.
“Source 1” will show on the screen.

3. Press “OFF”

4. Zone change screen will show. Use the up or down arrows to select the correct zone.

5. Press “INPUT” and this zone number will be stored. The screen will display “System Off”.

2. Source input labels . The seven source input labels have to be programmed individually into
each keypad. There are over 25 labels available for each source.

Labels can be programmed from the keypad only when it is powered up and not from a remote
control.
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Each keypad must be programmed individually and it will save the label names even if the
keypad is disconnected from the systems. The MR164 keypad labels can be programmed offsite
if desired.

Note: All of the MR164 keypads in this system have to be programmed
with the same labels and in the same source order.

The sources should be connected, but it is not necessary to have the source wires connected to
program the keypad labels.

Using the back of this manual, please write down the source name connected to source 1, source
2, source 3, source 4, source 5, source 6 and source 7.

With the amplifier turned on and the zone identification completed (above), the source input
labels are now ready to be programmed. This is how the source that has been selected, and is
playing, is easily identified on the keypad LCD readout.

First the system must be powered up, but all zones turned off. The keypad will display:

System Off

To enter the installer menu from “System Off” press the keypad MUTE button for about 1 second
then immediately press the INPUT for about 5 seconds. Release the INPUT button as soon as
the LCD displays:

Source 1

Now press the UP or DOWN buttons next to the INPUT buttons to scroll through the label
selections for source A on the bottom row of the LCD display. When the correct selection is
displayed press the INPUT button to confirm this choice.

Note: If a mistake is made, go though the rest of the programming
setup, and restart the installer mode again.

The LCD display then displays:

Source 2

Press the UP or DOWN buttons next to the INPUT buttons again to scroll through the label
selections for source 2 on the bottom row of the LCD display. When the correct selection is
displayed press the INPUT button to confirm this choice.

Continue programming for sources 3, 4, 5, 6 and 7 in the same manner. The keypad labels have

been set. To change any of the labels you can re-enter the installer menu and scroll through all
seven labels and reset the ones needed.

3. Equalization (if required). The LCD display then displays

BASS




13

Press the UP or DOWN buttons next to the INPUT buttons to set the bass level. When the correct
level is displayed press the INPUT button to confirm this choice.

The LCD display then displays

TREBLE

Press the UP or DOWN buttons next to the INPUT buttons to set the treble level. When the
correct level is displayed press the INPUT button to confirm this choice.
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Made in Canada



